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ELECTRICAL REQUIREMENTS

\oltage Fre- Power Current | Circuit

Rating quency Rating Rating \oltage
Rating

AC 220V 50HZ 3.0wW 0.17A 12V




Track level bar

Tape measure

(1. 1) Tub

Ajustable spanner

(1. 2) Middle Backboard

(1. 3) Roof

Rubber hammer

(2. 1) Backboard glass

Phillips srewdriver

(2. 2) Backboard glass

Scissors

(2. 3) Arch fixed door glass

Glass cement

(2. 4) Arch flexible door glass

electric drill

3mm aiguille

6mm aiguille

(3. 1) Side upright column

(3. 2) Upper rail

(3. 3) Bottom rail

tap drill

(3. 4) Front upright column

(4) eccentric wheel

(5) Knob

(2)

(6) Top shower

(3)




BRI . f | |
. drain installation drawing

[tem Name | Accessory Quantity C=Cold water inlet
: H=Hot water inlet

(7. 1) hand shower 1 D=Drain

T
(7. 2) hand shower tube & 1
(]

8 | (8) shower support Jk‘ 1

9|1 (9) Foot massager 1 |

- - . 12cm
11 [(11) Glass Rack \?ﬂ :

L2 1(12) Cold and hot water hose \-/ 2 5
- 13 | (13) Glass positioning fixture ! 8 R
(14. 1) Magnetic strip [_;B 2 ;"'/“’"' o gl e
14 | (14, 2) Waterproof belt ) pomm— 2 -
(14. 3) U style thong = 1
15 [(15- 1)) 5t4*16mm selftapping srew d@;@ﬁ 32 apx
(15. 2) St4* 10mm self tapping srew a) 12 apx

(4) (5)
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Track level bar

1.} Puttrack level bar on the tub,and adjust foot's screw by
adjustable spanner,and keep it to the leveling

If using steam run a drill piece
down the steam waste outlet to
allow the waste to flow. Failing to
do this will result in damage to the
staam unit.

installing fived glass take off alummnum alloy water bar hen instal
water bar after instaling fived glass and aluminum panel

Flactr: drill R

sell{ opmg irew

[ET] [X7]

a2 Upper rakl fra. piBottamy il | 5 | Sdropaphiism
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2:) Build up the frame.Make sure the rails and upright aluminums are
suitable.And find the difference between up rail and down rail.

LR gl ]

selfltapping

LRI

(15, 1} & 4" 1w .:_"-—

self lapping srew
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selllapping s
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(3., 3 Modbom rail

(6)

(7)
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4 : ) Fit the fixed glass into the frame,afler fitting the rubber
seal into glass one side,and then knock the glass carefully by
hammer.

4 :) Fit the rubber seal to glass,and use hammer to knock the
aluminum panel,to make it fit with glass. Then, fix the aluminum

(15, B84 Ve

(8) G



Iﬁifgo:cedure

Ajustable spanner |{(4) eccentric wheelff - 3/ Arch fived door glass

RO
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5:) Put the roller into glass door holes,and adjust the roller
screw,then hang the door into up rails.Then fix all of roller,to make
sure the door move smoothly.
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+FET] 182194 hmnSCTEW [ 10 Gl ooty s 114 2) Wan fseal {(14. 1) Magnetic strip (5) Handle
o [ |= ="
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6 : ) Fit the handle into flexible door,fix rubber position(13)
by screws(15.2)Fit the magestic seal and waterproof belt.
8 284 en SCIEW

{130 Glass positioning fisture
7

| 13) Gilass posttionmg fiature 0“

(ilass positioning finture

Lrew

(5) Handle
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fit the pipes.

tight seal.

i 1 ) Connect back board and glass room by screw (15.1),

mm aiguille

Silicone between the panels, when you screw thelpangether it makes a Wa]er

(12)

— e e

T T 1= [ LT e [y [r—— e T
iF‘P‘ "‘:[-T-IM |

#:) Fitthe soap container,handle shower.and glass holder.

(13)
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9: ) Connect back board and glass room by screw (151},

. 10:) Put the back board and [..Ins.'i room on the tub,connect them
fit the pipes.

and fix themby screw (15.1)

wilbpreguen

Silicone between the

panels and the base,

when you screw the

panels together it makes
a water tight seal.

1S, 54" Home wrew




Connecting the 4 seat jets

21).Connecting the hoses & jets at the back of the gadeat. For this part we recommend you get a
cup of boiling water and a very sharp knife.

/AR

TSTET T

[

21.a)Removing any previous pipe work (if applicable)irrthe cup of water under the pipe and
leave for around 5-10 seconds. Now remove the\piffeease. If still too hard to do just repeat the
step again. Do this for any pipe work which mayattached to the 4 jets which the seat attaches to
only. Not the main pipe work!

21.b)Once all the pipe work and jets have been remowedshiould have a similar setup to the picture
above.

21.c)Place the chrome jet into the padded seat ancetighp the rear t junction on the back.



21.d)Now line up the pipes above and place one endlig@cup of water. Now using your
knife cut the pipes down to size. We recommendybatmeasure the pipes to around the
centre of the T-Piece. When the pipe cools downmiliscontract, so if cut too short it will
come off the T-piece.

21.e)Attach the pipe to the T-Piece and make sure it’sight. Now place the plastic clip
around and clip into position. Do this with all thipes
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Tips, help and advice.

PLUMB YOUR SHOWER AS A DISHWASHER OR WASHING MACHIN E, TAPS TO TURN OFF WATER SUPPLY

What am | covered for?
We cover you for all parts for a period of 6-12+8dnths according to the level of warranty suppligis is parts only. Any part that fails we willplace from stock. If not in stock,
by order, this however does involve a waiting pgridood news is should you require something, 95p@ds are stock items.

How do | get parts?
Because we operate across Europe you will needrtiact our claims department via E-mail only aythe based in France. Please gontov.bath-depot.co.ylclick customer ser-
vices and the claim form will be in front of youeBse DO NOT call our UK warehouse as they canelgt you.

What if anything electrical goes wrong?

The electrical system of these steam showers iglsjijust three key parts, Steam Generator, tram&fobox and supply and the control panel insigestiower. Supply your copy of
the electrical installation invoice you were giwghen electrics were installed (cannot help you auittthis so keep t safe!) tell us what part youdnee the claim form and it will be
sent by post to you.

What if | have a plumbing fault?
Locate the problem, fill out the claim form attexpicture of the part you need and we will sendgain steam showers are simple in design. Any lpratyou have should be readily
identified. Again a copy of your plumbers invoicélwe required.

My plumber cannot get my shower to work!

We have already stated a plumber should be enghged had any doubt at all about the shower bulfdyou built this shower yourself then we expgeti to have the same working
knowledge as they would. So on this basis and mi@yees are not allowed to enter into diagnosticdould be quite simple.

No water pressure.

Have you got water going to the shower? No- yotetetouse fault... Yes then----

Does your pump come on if fitted to your water dypNo your pump is at fault ---- Yes then---

Got just hot or cold water but not both supplyihg shower? Replace thermostatic valve if you haneefitted by filling in claim form. If still no war go back to previous steps
Steam problem

Steam just spits out of steam outlet or scoldintemeomes out instead. STOP.. Your steam geneuatbis fitted incorrectly. Please go back to instions to ascertain the correct
position!

My rear column has started to warp.

Make sure the outlet of the steam is open, failor@o this will result in damaging the column whismot covered under warranty.



My thermostat is not mixing the water correctly

This could be either an in-balance of the wateherthermostat needs resetting. First check thentbe&tat is set up correctly. This will only take@and 5 minutes and for
information on how to check it visitww.bath-depot.co.uland click on customer services tab. You will deelink “resetting your thermostat valve” clickreeand this
will walk you through the steps. Secondly check ave a “EPV” Equalising Pressure Valve fitted ethimeans you have the same water flow going irgauttit. If
never help contact us to arrange for a replacemant

My shower cabin leaks water when | shower

If everything has been sealed and every step felbeorrectly, it will not leak. If you have thisgiiem it is the fault of the assembler. This prabie NOT covered by
ourselvesand your installer should be contacted.

My shower leaks from somewhere at the rear of it.

Pull your steam shower away from wall, check afirwections were tightened properly at assembly,lcheses, metal direction control body, thermostadilwe, all joints
to items such as hand shower, foot massage attolid now become obvious. If it is a part failjust fill in our claim form.

My shower leaks underneath it.
Check your house waste to shower connections amchtdr feed pipes.
My lights, radio etc doesn’t work.

Check that the D-Pins are connected correctlyatehr of the cabin. Check that the individual congnts are connected correctly. If still no powleape contact us to
arrange for a new control panel to be sent.

Help | have broken something!

Simple, contact us! Unlike nearly all supplierstufse steam showers we do carry a vast range i&fsspad this includes even the glass back walls etc

We further point out that our staff are not traimedencouraged to help in diagnostics or assembily.instructions as laid out were written simplgaxplicitly in every-
day language to enable a person of good DIY skillsrofessional or an installer, to easily undesthem. If you are stuck there is very little elge can add but we do
have a telephone helpline available between 10.G6aty00pm Monday to Friday. Please be warnedekmensive at £1.50 per minute but all profits miadm this ser-

vice are passed onto our “Helping the world’s comityuproject” for further details please go to:

www.discount-bathroom-suites-uk.co.uk/charity smKa.asp




