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ELECTRICAL REQUIREMENTS

\oltage Fre- Power Current | Circuit

Rating quency Rating Rating \oltage
Rating

AC 220V 50HZ 3.0wW 0.17A 12V




?(2.1)Fixed Door Glass

i S
J(I.I)At the end of basin

(1.2)Left back

=

(5) Handle

(4) Swing pulleys

(1.3)The backplane

(6) Foot Massager

(1.4)Right back

(1. 5) Roof

[oare

(7.1)Shower

(7.2)Shower pipe

(8)Shelving

(9)Hot and cold water pipes

2 [(2.2)S1iding door glass

(1 3)Left and right side of gla

(10) Positioning block

(11.1)Magnetic

(3.1)Side Column

(11.2)Retaining Article

(11 §5U—Browne

(3.2)0n rail

(121)81 4+180a Self-tapping screw

(3.3)Under rail

(12,208t 4+12an Self-tapping screw

© (3.4)Side Column
e RG]

(12.3)§1t 4+Bun Self-1apping screw

(12.4)M 420mm Screw
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If using steam run a drill piece
dowir the steam waste outlet to
allow the waske to flow. Failing to
do this will result in damage to the
steam wnit.

L)


















45 % 6

P™og" $1"$
% 1$%# & "&'$( )

85 +



YOUR MOMENT OF TRUTH!
LEAVING SHOWER 24 HOURS HAVE YOU BUILT THIS CORRECTLY? FIND OUT NOW.

With all connections tight, hoses checked, jets fully sealed, your shower still around 18 inches from its designated
corner and the silicone sealer fully cured (hence leaving for 24 hours at min) Switch on the overhead shower NOT
massage jets remember these will fire water out at you and are not suitable for checking leaks as they would nor-
mally only operate when a person is fully in front of them. Just use COLD water setting as hot will make cabin misty
and condensate thus the inspection becomes very difficult. Now on the OUTSIDE inspect each joint, hose, clip,

jet, from one side going round to the back and then other side finishing at the front. If you have a small leak
(normally caused through insufficient sealer or air bubble on assemble. Dry area thoroughly and reseal on the OUT-
SIDE. Again remember where you see water may not be exactly where the leak is, it could have run round to a low
point. Never seal anything inside unless you feel it necessary and make sure it is thin and neat, remember you will
see this for the life of your shower! Leave to cure again and check. If all good now check shower functions, Jets for
back massage, foot massage, (if you have one) and finally hand shower, check your joints to these functions at the
rear again. All good now push your shower FROM THE BASE NEVER GLASS OR FRAME into its final resting posi-
tion. Now you can shower in the knowledge that you have no leaks a job done well a long product life.

Happy showering.

Message to tradesmen: Should you require any help or advice please call 0844 800 3069 10.00am —4.00pm. We further point out that
providing this product has been built correctly and the instructions followed with particular attention to the final paragraph, the client
should have been left with a 100% trouble free product. We have on occasion heard of less scrupulous tradesmen making return visits
at the customers request because of various faults and charging effectively for corrections to work that should never had been required.
We would expect no further charges should be made for call backs unless alien to original work carried out.












Tips, help and advice.

PLUMB YOUR SHOWER AS A DISHWASHER OR WASHING MACHIN E, TAPS TO TURN OFF WATER SUPPLY

What am | covered for?
We cover you for all parts for a period of 6-12+8dnths according to the level of warranty suppligis is parts only. Any part that fails we willplace from stock. If not in stock,
by order, this however does involve a waiting pgridood news is should you require something, 95p@ds are stock items.

How do | get parts?
Because we operate across Europe you will needrtiact our claims department via E-mail only aythe based in France. Please gontov.bath-depot.co.ylclick customer ser-
vices and the claim form will be in front of youeBse DO NOT call our UK warehouse as they canelgt you.

What if anything electrical goes wrong?

The electrical system of these steam showers iglsjijust three key parts, Steam Generator, tram&fobox and supply and the control panel insigestiower. Supply your copy of
the electrical installation invoice you were giwghen electrics were installed (cannot help you auittthis so keep t safe!) tell us what part youdnee the claim form and it will be
sent by post to you.

What if | have a plumbing fault?
Locate the problem, fill out the claim form attexpicture of the part you need and we will sendgain steam showers are simple in design. Any lpratyou have should be readily
identified. Again a copy of your plumbers invoicélwe required.

My plumber cannot get my shower to work!

We have already stated a plumber should be enghged had any doubt at all about the shower bulfdyou built this shower yourself then we expgeti to have the same working
knowledge as they would. So on this basis and mi@yees are not allowed to enter into diagnosticdould be quite simple.

No water pressure.

Have you got water going to the shower? No- yotetetouse fault... Yes then----

Does your pump come on if fitted to your water dypNo your pump is at fault ---- Yes then---

Got just hot or cold water but not both supplyihg shower? Replace thermostatic valve if you haneefitted by filling in claim form. If still no war go back to previous steps
Steam problem

Steam just spits out of steam outlet or scoldintemeomes out instead. STOP.. Your steam geneuatbis fitted incorrectly. Please go back to instions to ascertain the correct
position!

My rear column has started to warp.

Make sure the outlet of the steam is open, failor@o this will result in damaging the column whismot covered under warranty.



My thermostat is not mixing the water correctly

This could be either an in-balance of the wateherthermostat needs resetting. First check thentbe&tat is set up correctly. This will only take@and 5 minutes and for
information on how to check it visitww.bath-depot.co.uland click on customer services tab. You will deelink “resetting your thermostat valve” clickreeand this
will walk you through the steps. Secondly check ave a “EPV” Equalising Pressure Valve fitted ethimeans you have the same water flow going irgauttit. If
never help contact us to arrange for a replacemant

My shower cabin leaks water when | shower

If everything has been sealed and every step felbeorrectly, it will not leak. If you have thisgiiem it is the fault of the assembler. This prabie NOT covered by
ourselvesand your installer should be contacted.

My shower leaks from somewhere at the rear of it.

Pull your steam shower away from wall, check afirwections were tightened properly at assembly,lcheses, metal direction control body, thermostadilwe, all joints
to items such as hand shower, foot massage attolid now become obvious. If it is a part failjust fill in our claim form.

My shower leaks underneath it.
Check your house waste to shower connections amchtdr feed pipes.
My lights, radio etc doesn’t work.

Check that the D-Pins are connected correctlyatehr of the cabin. Check that the individual congnts are connected correctly. If still no powleape contact us to
arrange for a new control panel to be sent.

Help | have broken something!

Simple, contact us! Unlike nearly all supplierstufse steam showers we do carry a vast range i&fsspad this includes even the glass back walls etc

We further point out that our staff are not traimedencouraged to help in diagnostics or assembily.instructions as laid out were written simplgaxplicitly in every-
day language to enable a person of good DIY skillsrofessional or an installer, to easily undesthem. If you are stuck there is very little elge can add but we do
have a telephone helpline available between 10.G6aty00pm Monday to Friday. Please be warnedekmensive at £1.50 per minute but all profits miadm this ser-

vice are passed onto our “Helping the world’s comityuproject” for further details please go to:

www.discount-bathroom-suites-uk.co.uk/charity smKa.asp




