
Installation manual  
 

Models  H88-842/3/5 
 
 



 

 

IMPORTANT PLEASE READ FIRST! 

 

WARNING THIS SHOWER IS FREE STANDING PLEASE DO NOT  
ATTACH TO ANY WALLS MAKE SURE IT IS FITTED WITH FLEXIBLE 

WATER HOSES AT LEAST 100CM LONG AND FLEXIBLE WASTE. 
THESE ITEMS ARE REQUIRED TO EFFECT COMPLETE CHECKS 

AFTER ASSEMBLY FOR ANY INSUFFICIENT SEALING.  

REMEMBER DURING BUILD, LIKE ALL SHOWERS CORRECT  
SEALING IS IMPERATIVE.  

ALWAYS FIT "EASY TO GET TO TAP VALVES" ON BOTH HOT AND 
COLD WATER.   THE SAME AS A  DISHWASHER OR WASHING MA-

CHINE THIS PRODUCT SHOULD BE ISOLATED WHEN NOT IN USE   

REMEMBER IF YOU FEEL ASSEMBLY OF THIS ITEM IS A LITTLE 
MORE DIFFICULT THAN FIRST THOUGHT WE SUPPLY YOU WITH 
APPROVED ASSEMBLERS DETAILS WHO CAN UNDERTAKE THIS. 

PLEASE CHECK OUT OUR WEBSITE HOME PAGE.     



H88-842 – H88-843 
 

CONTENTS BOX 1 0F 4 
8 x Packets  

 
2 x Glass Doors  1880 mm x 400 mm 
2 x Side Glass 1820 mm x 270 mm 

2 x Alloy Frame 1900mm x 400 mm 
2 x Magnetic Door Trims 

2 x Rubber Flanges For Doors 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

CONTENTS BOX 2 OF 4 
1 x Tray ( waste not included ) 

1 x Wooden Insert (If purchased) 
2 x Alloy Frames ( curved ) 

CONTENTS BOX 3 OF 4 
2 x Side Glass 1900 mm x 610 mm 

1 x Mirror 

CONTENTS BOX 4 OF 4 
1 x Centre  Colum 

1 x Glass Shelf 
1 x Shower Head 

1 x Box ( shower rail/ head / hose ) 



 
1. Level base and supply waste remove protected covering. 
2. Place centre column on tray 
3. locate both glass back walls 1900 x 610 mm 
4. Have the shiny side facing inwards, the side panel with two holes goes on the left ( these holes are for your 
shelf. The other side panel with four holes goes on the right ( make sure your holes are at the top ) 
Using the pre-drilled holes secure to the centre column using the 15mm screws 
 

( IMPORTANT!  Run a bead of silicone where all the panels meet each other. I.e back panels to 
the base and the central column. The shower is only made waterproof by correctly siliconeing all 

panels ) 
 

 
 

Now the front frame secure the alloy frame using the 8 large screws ( make sure before securing the 
curved frame that you have the top lip facing down and the bottom lip facing up ) 

Now use the L shaped chrome clips to secure glass but before this please seal with silicon . 
 

 
 
 

Connect the Alloy frame to side glass using the two alloy columns , and secure with the four screws 
( use the pre-drilled holes ) and add the chrome caps. 

 
 



Fix the glass shelf , Rain shower , Hand rail , and Mirror. 
 

 
 

Now screw the 8 door stoppers 
 

 
 
Secure wheels to doors ( Spring loaded wheels at the bottom ) 
 

 
 
Secure the door handles  
Secure magnetic and rubber flanges on doors. 

 
 



14 Connect hoses 
 

 

 
Continued... 



Final Stage: 

When sealing please note aluminium columns are of course, box section. If your model pro-
vides no plastic cap, SILICONE the hollow end fitting to shower tray completely. Your bed 
of silicone situated on the tray may not otherwise give the desired seal you require.  

Side/back walls are pre made. The glass is inserted in most cases into rubber tube grip. 
These are to hold the glass firm not necessarily to seal (although in many cases they will) Be 
prudent, having fitted these panels to each other and the shower tray first, use a very fine 
nozzle outlet, cut at 45 degrees on your silicone gun and run a fine bead along the bottom of 
each glass panel and up each side for approx 50mm. OUTSIDE ONLY . Inside will look 
messy.  

Congratulations!  
Your steam shower cabin is now complete. This next stage is CRITICAL  and will de-

cide the quality of your build!     

LEAVING SHOWER 24 HOURS HAVE YOU BUILT THIS CORRECTLY? FIND OUT 
NOW.  With all connections tight, hoses checked, jets fully sealed, your shower still 
around18 inches from its designated corner and the silicone sealer fully cured (hence leav-
ing for 24 hours at min) Switch on the overhead shower NOT massage jets remember these 
will fire water out at you and are not suitable for checking leaks as they would normally only 
operate when a person is fully in front of them. Just use COLD water setting as hot will 
make cabin misty and condensate thus the inspection becomes very difficult. Now on the 
OUTSIDE inspect each joint, hose, clip, jet, from one side going round to the back and then 
other side finishing at the front. If you have a small leak (normally caused through insuffi-
cient sealer or air bubble on assemble. Dry area thoroughly and reseal on the OUTSIDE. 
Again remember where you see water may not be exactly where the leak is, it could have 
run round to a low point. Never seal anything inside unless you feel it necessary and make 
sure it is thin and neat, remember you will see this for the life of your shower! Leave to cure 
again and check. If all good now check shower functions, Jets for back massage, foot mas-
sage,  (if you have one) and finally hand shower, check your joints to these functions at the 
rear again. All good now push your shower FROM THE BASE NEVER GLASS OR FRAME 
into its final resting position. Now you can shower in the knowledge that you have no leaks a 
job done well a long produce life.      

Happy showering.    

Message to tradesmen. Should you require any help or advice please call  0844 800 3069 
10.00am –3.00pm. We further point out that providing this product has been built correctly 
and the instructions followed with particular attention to the final paragraph, the client should 
have been left with a 100% trouble free product. We have on occasion heard of less scrupu-
lous tradesmen making return visits at the customers request because of various faults and 
charging effectively for corrections to work that should never had been required. We would 
expect  no further charges should be made for call backs unless alien to original work carried 
out.  


